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Ottica antiabbaglio, alimentatore 
esterno in dotazione, assenza di raggi 
UV e IR. Design elegante ultrasottile.

Anti-glare optics, external power 
supply included, UV and IR rays free.
Ultra-thin elegant design.

PANNELLI

P-QUADRO

3 W 260 lm 180 lm
3000 K  PQ-038530

6/24 11,00 €
4000 K  PQ-038540

6 W 550 lm 400 lm
3000 K  PQ-061230

6/24 13,50 €
4000 K  PQ-061240

9 W 780 lm 600 lm
3000 K  PQ-091430

6/24 16,00 €
4000 K  PQ-091440

12 W 1.100 lm 960 lm
3000 K  PQ-121730

6/24 18,50 €
4000 K  PQ-121740

18 W 1.800 lm 1.440 lm
3000 K  PQ-182230

6/24 21,25 €
4000 K  PQ-182240

24 W 2.350 lm 1.920 lm
3000 K  PQ-243030

6/12 33,00 €
4000 K  PQ-243040

SOURCE OUTPUTP-QUADRO
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3 W 85 65x65 112

6 W 120 100x100 157

9 W 145 130x130 244

12 W 172 155x155 280

18 W 225 205x205 455

24 W 300 280x280 550
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220-240 V IP20 120°
ALUMINUM OPAL PMMA ULTRASLIM DRIVER INCL.
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OPTIONAL PAG. 192

RICAMBIO DRIVER
SPARE DRIVER


