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HDI-TS - METAL HALIDE

Typology
Discharge lamps.

Features
Product reliability. This is what the entire range of Duralamp discharge lamps has in 
common.
Used in technical and professional installations where relamping is often difficult, 
discharge lamps must be lamps you can depend upon.

Notes
The HYPERCOLOR range with ceramic burners: excellent control of colour uniformity, 
colour rendering and colour stability over time.

95±15 Vac IP20Ra >65 RX7s
-15°C
+35°C

9000 h

Characteristic data

Power 70 W Dimmable No Input 95±15 Vac Base RX7s

IP 20 Flux 5500 lm Tc 4200/NDL K Ra >65
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Dimensional characteristics

ø 23 mm

H 121 mm

Ø

H

Lighting and photometric features

Flux 5500 lm

CCT nominal colour temperature 4200/NDL K

Colour rendering index >65

Lifespan 9000 h

Mercury 9,6 mg

Luminous Flux Maintenance at 2000h 80

Luminous Flux Maintenance at 4000h 74

Luminous Flux Maintenance at 6000h 69

Luminous Flux Maintenance at 8000h 62

Luminous Flux Maintenance at 12000h 52

Lamp survival factor at 2000h 97

Lamp survival factor at 4000h 92

Lamp survival factor at 6000h 80

Lamp survival factor at 8000h 70

Lamp survival factor at 10000h 48

Electrical characteristics

Rated power 70 W

Input voltage 95±15 Vac

undefined 50 Hz

Dimmable No

Input current 0.95 A

Operating temperature -15°C / +35°C

Operating position 45°

Standards and Directives

2009/125/EC, 245/2009, 347/2010, 1194/2012, 2015/1428, 2010/30/EU, 874/2012, 
2011/65/EU, 2012/19/EU, 2014/30/EU, 2014/35/EU, 2015/863

CEI EN 62035:2016

CEI EN 55015:2020 CEI EN 62035/A1:2020



  
Sc

h
e

d
a

 t
e

cn
ic

a
  

  
  

  
  

Te
ch

n
ic

a
l 

d
a

ta
sh

e
e

t 
  

  
  

  
 F

ic
h

a
 d

e
 d

a
to

s 
  

  
  

  
 F

ic
h

e
 t

e
ch

n
iq

u
e

  
  

  
  

  
Te

ch
n

is
ch

e
s 

D
a

te
n

b
la

tt
sh

e
e

t

Data sheet code: 1D001110

Datasheet 12/01/2021

Page 3 of 3

WWW.DURALAMP.IT  

All parts of this document are Duralamp ownership. All rights reserved. This document and the included information are provided without any responsibilityderiving from mistakes or omissions. No part of this 
document can be cut, reproduced or used without written authorization. Duralamp maintains the right to change the included data without notice due to improvements of the products

Logistics data

Item net weight 36 gr

Barcode single item 8011905041700

Number of pieces multiple pack 10

Barcode multiple pack 8011905733421


