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ITALIANO ENGLISH
Alimentatore tipo 01C.02.8.230.0300

per termostato Bliss 1C.91

- Potenza nominale: 2 W
- Tensione di alimentazione: 110...230 V AC
- Tensione di uscita: 3.3 V DC
- Temperatura ambiente: 0...40°C
- Lunghezza massima del cavo tra alimentatore e

termostato Bliss: 10 m (cavo flessibile 2x1.5 mm2)

NOTA
- Nel caso di utilizzo del crono termostato con

l’alimentatore esterno, le batterie DEVONO essere
rimosse. All’interno dell’applicazione, nella sezione
“Tempo di aggiornamento” potrà essere impostato
il Livello 4 (connessione veloce)

- Per effettuare i collegamenti, smontare il copri-morsetti
e fare riferimento alle istruzioni del proprio sistema
di riscaldamento o raffrescamento (pompe, valvole,
caldaia, ecc...). Quindi collegare i cavi ai morsetti
C (COM) e NO del termostato

Power supply type 01C.02.8.230.0300
for Bliss Thermostat 1C.91

- Rated power: 2 W
- Nominal voltage: 110...230 V AC
- Output voltage: 3.3 V DC
- Ambient temperature range: 0...40°C
- Maximum cable length between power supply

and Bliss: 10 m (2x1.5 mm2 flexible cable)

NOTE
- When using the chrono thermostat with the external

power supply, the batteries MUST be removed.
Within the application, in the “Update time” section,
Level 4 (fast connection) can be set

- To make the connections, first refer to instructions
for your heating system (pump, valve, boiler, etc ...),
then remove the terminal cover and connect the
appropriate wires to terminals C (COM) and NO of
the thermostat
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